
                                           
 

                                       QCW808 CW Laser Diode Array 
 

CA Optronics Group, Inc.  3652 Edison Way, Fremont, CA 94538, USA    Tel: (510)-366-7353     Fax: (510)-353-1809        http://www.caoptronicsgroup.com 

Optronics 
 

CAWS-XX Fiber Coupler Diode Laser  

 
 
Features 

◆ High Power，High Efficiency 
◆ Coupling efficiency ≥80% 
◆ Standard fiber connector type 
◆ Lifetime > 10000h 

Applications 

◆ Pumping of solid-state lasers 
◆ Pumping of fiber lasers 
◆ Material processing 
◆ Medical applications 
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Specification (TA=25°C) 

Parameter Symbol Unit CAWS-03 CAWS-04 CAWS-10 

Optical Characteristics 

Output Power Po W 3.0 4.0 10 

Center Wavelength λc nm 976/915 976/915 976/915 

Spectral Width (FWHM) △ λ nm 4 4 4 

Wavelength Temp. Coefficient -- nm/ºC 0.34 0.34 0.34 

Fiber characteristics 

Numeric Aperture NA -- 0.22 

Fiber Core Diameter  
/ Cladding Diameter 

dc/dd µm 105 /125 

Fiber Length Lf m 1.5/2.0 

Electrical Characteristics 

Threshold Current Ith A ≤0.3 ≤0.8 ≤1 

Operating Current Iop A ≤4.0 ≤6.0 ≤14.0 

Operating Voltage Vop V ≤1.8 ≤1.8 ≤1.8 

Thermal Characteristics 

Operating Temperature Tc ºC -55 ~ +85 

Storage Temperature Ts ºC +15 ~ +35 

 

Package Dimensions（Unit：mm） 
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准连续半导体激光器阵列 
（QCW808） 

 
 
 
 
 
 
 

产品规格书 
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1 产品概述 

准连续半导体激光器阵列采用高可靠 Au-Sn 焊料体系封装，平面、斜面多样性封装形式。 

2 产品特征 

准连续半导体激光器阵列的设计涵盖高温（55℃±5℃）和常温（25℃）两个类别、间距 0.4mm、

0.5mm、0.8mm、1.0mm 四个系列、单 bar 100W 和 300W 两个功率段、快轴压缩与不压缩两个种

类的产品类型。 
 

 

QCW 典型产品照片 

 

QCW 典型产品照片 

准连续半导体激光器阵列目前采用具有极好的热特性、电特性以及机械特性的 Au-Sn 焊料体

系封装，相对于其他焊料体系，Au-Sn 焊料在可靠性以及长期抗疲劳性上更具有优势，可以达到

109 个脉冲的长寿命。 

 

3  产品应用 

   产品主要应用于固体激光器泵浦、激光加工等。  
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4  额定值 

（1）单条 100W 系列 

工作电流 
（A） 

最大占空

比 
最小封装间

距（mm）

最大垂直发散角

（1/e2） 
最大水平发散角

（1/e2） 
100 2% 0.4 70 12 

（2）单条 300W 系列 

工作电流 
（A） 

最大占空

比 
最小封装间

距（mm）

最大垂直发散角

（1/e2） 
最大水平发散角

（1/e2） 
300 2% 0.4 70 12 

5  主要光电特性 (技术规格&性能指标) 

参数 符号 单位 参数值 

输出功率 Po W 300/Bar×n 100/Bar×n 

中心波长 λc nm 808±3 808±3 

光谱宽度 Δλ nm ≤5nm ≤5nm 

光束发散角 
（1/e2） 

θ⊥ ° ≤70（3） ≤70（3） 

θ∥ ° ≤12 ≤12 

腔长 C μm 1500 600 

阈值电流 Ith A 25A 13A 

工作电流 Iop A 300 100 

工作电压 Vop V 2.0 2.0 

间距 D mm 0.4、0.5、0.8、1.0 0.4、0.5、0.8、1.0 

封装条数 N  ≤15 ≤15 

最大占空比  % 2 2 

6 主要特征曲线图 
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单芯片典型P-I曲线 

 
单芯片典型P-I曲线 

 

 
典型光谱图 
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典型光场图 

 
 

7 恒电流老化曲线 
 

 
典型老化曲线 

老化工作条件：重复频率50Hz，脉冲宽度200μS，冷却水温：55℃，工作电流：200A，10bar阵列。 

8 封装形式与接口图  

（1）5芯片平面叠阵 
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（2）斜面叠阵 

 
（3）10芯片平面叠阵 

 
（4）快轴压缩平面叠阵 

+

+
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以上封装接口形式为典型产品，用户可以根据自身使用要求，进行定制 

9  使用注意事项  

（1）阵列使用注意事项 

◇ 阵列为裸芯片产品，使用过程应防止芯片损伤；  

◇ 阵列使用过程需对底面进行冷却控温，才能得到所需波长光束； 

◇ 按照阵列正、负极极性要求进行电极连接，可以使用接触连接或采用其他焊接方式进行，

保证焊接以及连接紧固； 

（2）其他要求 

本品属于定制产品，客户的可针对功率、工作温度、外形结构等参数提出定制需求，双方签

订技术协议作为验收依据。同时将数量、周期等提出。 

10  常见故障及处理方法（产品维护说明）  

准连续阵列维修复杂，如出现功率降低、无光输出等故障，需尽快联系厂家，返厂检修。 

11  激光安全注意事项 

◇ 阵列运输与安装过程中需要采取防静电措施，以免造成阵列损伤。 

◇ 禁止徒手接触激光阵列发光腔面，以免造成芯片损伤。 

◇ 禁止非专业人员自行进行阵列加电等操作，以免造成伤害。 

◇ 阵列输出光为 808nm，为红外光，功率密度高，禁止任何人在无防护措施的情况下进行相关操作，以免造成伤害。 

 

+


