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CA9806 4 Channel 1.0 ~ 17.0 Gb/s Pulse Pattern 
Generator and Error Detector 

The UC INSTRUEMNTS CA9806 is a high performance, flexible four channel 
Pulse Pattern Generator and Error Detector that can operate from 1.0 to 17.0 
Gb/s (consult factory for higher or lower operation speeds). It is also a 
standalone Bit Error Rate test solution that incorporates an internal full rate 
clock synthesizer. Its small size allows it to be placed close to the device under 
test, it can also be placed further away using the TX driver pre and post 
emphasis controls features to compensate for cable and interconnect losses. It 
also has a non destructive, integrated eye outline capture feature along with a 
quick eye height and width measurement capability.  Build‐in 8.5 ~ 15 Gb/s eye 
diagram testing function. 

 

The CA9806 was designed to characterize high speed digital links during the 
engineering, manufacturing or installation phases of a project. Such 
applications could include the testing of IC’s, optical components, transceivers, 
copper cables, back planes and interconnects. The CA9806 can be used for 

compliance testing of Ethernet, Fiber Channel, Infiniband, PCIE, SONET and 
proprietary link standards. 

    

 Features 

  1.0 to 17.0 Gb/s pulse pattern generator; 

 PRBS 27‐1, 29‐1, 211‐1, 215‐1, 223‐1, 231‐1, 258‐1 ;   
 Four channel NRZ PPG and ED ; 
 Internal clock synthesizer; 
 Adjustable clock output; 
 Typical JRMS of 1 ps and JPP of 7 ps; 
 TX  level from  25 mV  to 1500 m V PPDIFF; 
  Eye monitor from  8.5 to 15.0  Gbps operation; 
 Pre and Post cursor emphasis; 
  64 bit programmable fixed pattern 

 Pre-emphasis output signal functionality 
 PPM offset control; 
  Computer control via USB 
 Cost effective solution for production; 
 API command set 
 Small footprint size of 216 mm x 51 mm x 127 mm 
 3 sets CA9806 external sync., can build up a 12 CH X17 Gb/s(180 Gb/s) 

BERT system. Max 8 sets external sync., system can support 480Gb/s 
(4x8x15 Gb/s) testing. 



 

 Applications 
           

 Testing of optical transceiver modules (SFP+, XFP, X2, Xenpak, XPAK), 
transponders, linecards, and subsystems 

 Testing of opto‐electronic components and devices (TOSA, ROSA, 
lasers, etc…) 

 Testing of Gb/s ICs, PCBs, electronic modules, subsystems, and 
systems 

 Serial bus and high‐speed backplane design 
 Installation testing and troubleshooting in optical transport 

networks 
 can be used forcompliance testing of Ethernet, Fiber Channel, 

Infiniband, PCIE, SONET and proprietary link standards 
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Typical Electronics Eye Diagram 

        

                                      1.0 Gb/s                                                                            1.25 Gb/s 

        

                                      4.0 Gb/s                                                                            6.0  Gb/s 

     

                                     10.0 Gb/s                                                                           12.5 Gb/s 



 

       

                                     15.0 Gb/s                                                                           17.0 Gb/s 

 

Buld-in Eye Diagram Testing Function 

 

 

                                                              8.5 Gb/s  Eye Diagram                                                                           

 

 

 



 

                                                              10.0 Gb/s  Eye Diagram                                                                            

 

 

                                                          15.0  Gb/s  Eye Diagram                                                                          

 

 



TX Fix Pattern Output 

 

10 Gb/s Fixed TX Pattern 8‐Bit 01010101 Pattern output 

 

 

 

10 Gb/s Fixed TX Pattern 8‐Bit 01010111 Pattern output 



Jitter Phase Measurement 

 

 

Amplitude Jitter Measurement; 

 



 

 

 

Additional Jitter and Emphasis Example 

 



 

 

 

 

Bit Error Rate Eye Contour 

 

 



 

BathTub (Bit Error Rate vs Time Offset) 

 

 

 

 



 

 

 

 

Contact Information  

United States: 

UC INSTRUMENTS CORP. 

3652 Edison Way 

Fremont, CA  94538 

USA 

Tel: 1-510-366-7353 

Fax: 1-510-795-1795 

www.ucinstruments.com 
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